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SCREW CONVEYORS

TUBULAR SCREW
TROUGH SCREW
STAINLESS STEEL

SHAFT LESS

Bulk solids handling
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Tubular Screw€onveyors

{ Description v

> 4 TU Screw Feeders are manufactured in carbon steel with a

" ol suitable surface finishing. They are made up from a tubular

g trough that is equipped with af least one inlet and one outlet
/ spout, a welded flange at each tube end, helicoid screw

7 flighting welded on a centre pipe with a coupling bush at each

‘- end, two end bearing assemblies complete with self-adjusting
shaft sealing unit. Furthermore, TU Tubular Screw Feeders are
equipped with a gear motor that suits the application.
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Direct Drive Hexible Coupling Chain Transmission
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DIN
5482
114 (1310 140 | 120 | 150 190 | 268 | 413 | 790 | 114 | 600 | 559 | 600 | 368 | 268 | 25 (2Bx25 50 | 81.0 | 65 | 250 | 54.0
139 | 1310 140 | 120 | 150 190 | 268 | 413 | 790 | 139 | 600 | 559 | 600 | 368 | 268 | 25 (2Bx25 50 | 81.0 | 65 | 250 | 54.0
168 | 1715] 160 | 140 | 190 250 | 330 | 450 | 890 | 168 | 650 | 581 | 450 | 420 | 305 | 35 [40x36[ 55 |[117.5] 85 | 330 | 725
193 | 172.5( 170 | 150 | 200 * 280 | 376 | 450 | B90 | 193 | /75 | 581 | 760 | 420 | 305 | 35 [0x36[ 55 |1175) 85 | 330 | 725
219 | 172.5( 180 | 160 | 200 275 | 400 | 490 | B90 | 219 | 775 | 581 | 760 | 420 | 305 | 35 [M0x36[ 55 |1175) 85 | 330 | 725
273 | 172.5( 220 | 180 | 200 330 | 400 | 520 | 890 | 273 | B20 | 581 | 780 | 420 | 305 | 35 [M0x36[ 55 |1175) 85 | 330 | 725
323 | 1725 220 | 220 | 200 330 | 400 | 645 | 1180 | 323 | 850 | 868 | 780 | 540 | 400 | 35 [@0x36( 55 (1175 85 | 330 | 725
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CA Trough Screw Conveyors

Description v

The modular CA Trough Screw Conveyor system is highly ver-
satile offering numerous solutions for conveying powdery or
granular materials. CA Screw Conveyors are manufactured
from carbon steel with a suitable surface finishing. They

are made up from a U or V-shape trough that is equipped
with af least one outlet spout, an end plate at each frough
end, helicoid screw flighting welded on a centre pipe with

a coupling bush af each end, two end bearing assemblies
complete with shaft sealing unit, a certain number of inter-
mediate hanger bearings depending on the overall length
of the screw conveyor, and bolted trough cover sections.
Furthermore, (A Trough Screw Conveyors are equipped with
a gear motor that suits the application. Depending on the
material fo be handled CA Trough Screw Conveyors come in
a light, medium-heavy, or extra-heavy-duty design.

Technical Features / Performance v

» Powder-coated

P Helicoid flighting welded on cenire pipe

» Trough in modular flanged sections in standard lengths

» Flanged end bearing assemblies protected by shaft seals against material infiltration

» Robust cast iron body flanged end bearing assemblies with external bearing units and manually adjustable packing gland seals
» Square or rectangular outlet spouts with integrated drilled WAM® standard flanges

Overall Dimensions v

MEDIUM HEAVY-DUTY
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+ DIRECT DRIVE + FLEXIBLE COUPLING « CHAIN TRANSMISSION « PULLEY DRIVE
Dimensions in mm
Fon G H L M

88 60 130 265 170
113 60 165 315 195

138 60 195 365 220
163 114 225 435 260
188 114 255 485 290

213 | 114 | 285 | 540 | 340 .
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¢ A [ B | C | D

150 175 115 145 60
200 225 135 185 60
250 275 160 215 60
300 325 195 245 60
350 375 235 275 60
400 425 270 405 80
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StainlessSteel Tubular ScrewConveyors

= TOP QUALITY FINISHING

TX Stainless Steel Tubular Screw Conveyors offer a variety of solutions for conveying or feeding
powdery or granular materials. They are suitable for applications in which any contamination of the
material handled has to be strictly avoided and where absolute cleanliness and perfect resistance
to corrosion are required. In particular, TX Stainless Steel Tubular Screw Conveyors are used in
environmental technology, in flour and animal feed milling, in food processing and packaging, in
plastics and chemicals, as well as in the pharmaceutical industry.

Stainless Steel Tubular
Screw Conveyors

Technical Features

» Standard 304 L or 316 L stainless steel

s End bearing assemblies with shaft, roller bearings and externally adjustable packing glands
* [ntermediate hanger bearings complete with shaft and self-lubricating, durable slide bushes
= External shaft couplings

* Minimised residue

s Food-grade finishing (surface roughness < 0.8 pm)

* Variable pitch flight
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